Cooling Accessories

Straight Baffle - Threaded

VJ1.3

Raw Material: Brass

Code di d2 L L1 w W1 T Stock
VJ1.3/ 001 1/8" BSP 8.5 100 10 8 5 2 ®
VJ1.3/ 002 1/8" BSP 8.5 200 10 8 5 2 ®
VJ1.3/ 003 1/4" BSP 11.5 125 11 11 6 25 4
VJ1.3/ 004 1/4" BSP 11.5 250 11 11 6 25 °
VJ1.3/ 005 3/8" BSP 15 150 13 14.5 8 25 4
VJ1.3/ 006 3/8" BSP 15 300 13 14.5 8 25 .
VJ1.3/ 007 1/2" BSP 18.5 200 16 18 10 25 °
VJ1.3/ 008 1/2" BSP 18.5 400 16 18 10 25 ®
VJ1.3/ 009 3/4" BSP 23.5 300 19 23 12 3 .
VJ1.3/ 010 3/4" BSP 235 500 19 23 12 3 ®
VJ1.3/ 011 1/8" BSPT 8.5 100 10 8 5 2 ®
VJ1.3/ 012 1/8" BSPT 8.5 200 10 8 5 2 .
VJ1.3/ 013 1/4" BSPT 11.5 125 11 11 6 25 ®
VJ1.3/014 1/4" BSPT 11.5 250 11 11 6 25 4
VJ1.3/015 3/8" BSPT 15 150 13 14.5 8 25 .
VJ1.3/016 3/8" BSPT 15 300 13 145 8 25 °
VJ1.3/017 1/2" BSPT 18.5 200 16 18 10 25 4
VJ1.3/018 1/2" BSPT 18.5 400 16 18 10 25 .
VJ1.3/ 019 3/4" BSPT 23.5 300 19 23 12 3 ®
VJ1.3/ 020 3/4" BSPT 23.5 500 19 23 12 3 4

v - Ex-stock e - Against Order | Ordering Example: Code - Quantity | VJ1.3/ 020 - 4 Pcs

+Note:- Customized baffles are also available in different lengths & with thread type.
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