Cooling Accessories

VJ4.8

Max Working Pressure 28 bar
Working Temperature range

Static Application :- 40°C to +120°C
Dynamic Application :-35°C to +120°C

+Note: 90° & 140°temperature hoses are also available.

Code Max. Bursting
di d2 Working Pressure|  Pressure at Length (m) Stock
Blue Red at 20°C (bar) 20°C (bar)
VJ4.8/ 001 - B VJ4.8/ 001 - R 1/4" (6.3mm) 13.5 28 30 100 .
VJ4.8/002 - B VJ4.8/ 002 - R 5/16" (8mm) 15.1 28 30 100 4
VJ4.8/ 003 - B VJ4.8/ 003 - R 3/8" (9.5mm) 16.7 28 30 100 .
VJ4.8/ 004 - B VJ4.8/ 004 - R 1/2" (12.7mm) 21.4 28 30 100 .
V- Ex-stock e - Against Order | Ordering Example: Code - Quantity | VJ4.8/ 004 - B - 5 Pcs
VJ4.9
Hose Clamp
DIN 3017
SW
-
[
Lw
To Suit Hose OD (d1)
Code - L W Wi1 T Stock
mm inch
VJ4.9/ 001 16-25 5/8"1" 120 120 200 0.7 .
VJ4.9/ 002 17-27 5/16"-1.1/16" 120 120 200 0.7 .
VJ4.9/ 003 20-32 3/4"-1.1/4" 120 120 200 0.7 .

V- Ex-stock e - Against Order |

Ordering Example: Code - Quantity | VJ4.9/ 003 - 5 Pcs
331



