Part & Mould Identification Recycling Insert

VK11

Raw material:SUS-420
Hardness:48-52 HRC
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VK11.1 VK11.2 VK11.3 VK11.4 VK11.5 VK11.6 VK11.7 VK11.8 VK11.9

Code di1 d2 L L1 H Stock Code d1 d2 L L1 H Stock
VK11.1/4 x 6 - 4 6 - 2 . VK11.3/5x 8 5 8 - 3 °
VK11.1/4x 8 - 4 8 - 2 L VK11.3/6 x 8 - 6 8 - 4 o
VK11.1/5x 8 - 5 8 - 3 ° VK11.3/6 x 10 - 6 10 - 4 °
VK11.1/6 x 8 - 6 8 - 4 ° VK11.3/8 x 10 - 8 10 - 5 °
VK11.1/6 x 10 - 6 10 - 4 ° VK11.3/8 x 10-T M4 8 10 5 5 °
VK11.1/8 x 10 - 8 10 - 5 o VK11.3/10x 12 - 10 12 - 6 °
VK11.1/8 x 10-T M4 8 10 5 5 ° VK11.3/10x 12-T M5 10 12 6 6 o
VK11.1/10x 12 - 10 12 - 6 ° VK11.3/12x 14 - 12 14 - 7 °
VK11.1/10x 12-T M5 10 12 6 6 o VK11.3/12x 14-T M5 12 14 7 7 o
VK11.1/12x 14 - 12 14 - 7 o VK11.3/16 x 14 - 16 14 - 10 °
VK11.1/12x 14-T M5 12 14 7 7 ° VK11.3/16 x 14-T M6 16 14 7 10 °
VK11.1/16 x 14 - 16 14 - 10 L VK11.3/20 x 14 - 20 14 - 12 o
VK11.1/16 x 14-T M6 16 14 7 10 ° VK11.3/20 x 16-T M6 20 16 8 12 °
VK11.1/20 x 14 - 20 14 - 12 ° VK11.4/4 x 6 - 4 6 - 2 °
VK11.1/20 x 16-T M6 20 16 8 12 o VK11.4/4 x 8 - 4 8 - 2 o
VK11.2/4 x 6 - 4 6 - 2 o VK11.4/5x 8 5 8 - 3 °
VK11.2/4x 8 - 4 8 - 2 ° VK11.4/6 x 8 - 6 8 - 4 °
VK11.2/5x 8 5 8 - 3 o VK11.4/6 x 10 - 6 10 - 4 o
VK11.2/6 x 8 - 6 8 - 4 ° VK11.4/8 x 10 - 8 10 - 5 o
VK11.2/6 x 10 - 6 10 - 4 L VK11.4/8 x 10-T M4 8 10 5 5 °
VK11.2/8 x 10 - 8 10 - 5 o VK11.4/10x 12 - 10 12 - 6 o
VK11.2/8 x 10-T M4 8 10 5 5 ° VK11.4/10 x 12-T M5 10 12 6 6 °
VK11.2/10x 12 - 10 12 - 6 ° VK11.4/12x 14 - 12 14 - 7 o
VK11.2/10 x 12-T M5 10 12 6 6 o VK11.4/12 x 14-T M5 12 14 7 7 o
VK11.2/12x 14 - 12 14 - 7 ° VK11.4/16 x 14 - 16 14 - 10 °
VK11.2/12 x 14-T M5 12 14 7 7 o VK11.4/16 x 14-T M6 16 14 7 10 o

! VK11.2/16 x 14 - 16 14 - 10 ° VK11.4/20 x 14 - 20 14 - 12 °
> VK11.2/16 x 14-T M6 16 14 7 10 . VK11.4/20 x 16-T M6 20 16 8 12 °
VK11.2/20 x 14 - 20 14 - 12 U VK11.5/4 x 6 - 4 6 - 2 o
VK11.2/20 x 16-T M6 20 16 8 12 . VK11.5/4 x 8 - 4 8 - 2 °
VK11.3/4x 6 - 4 6 - 2 . VK11.5/5x 8 5 8 - 3 o
VK11.3/4x 8 - 4 8 - 2 L4 VK11.5/6 x 8 - 6 8 - 4 L

/- Ex-stock e - Against Order | Ordering Example: Code - Quantity | VK11.3/4 x 8 - 5 Pcs
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Part & Mould Identification Recycling Insert

VK11

Raw material:SUS-420
Hardness:48-52 HRC
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VK11.1 VK11.2 VK11.3 VK11.4 VK11.5 VK11.6 VK11.7 VK11.8 VK11.9

Code di d2 L L1 H Stock Code di d2 L L1 H Stock
VK11.5/6 x 10 - 6 10 - 4 . VK11.7/8 x 10-T M4 8 10 5 5 J
VK11.5/8 x 10 - 8 10 - 5 4 VK11.7/10x 12 - 10 12 - 6 .
VK11.5/8 x 10-T M4 8 10 5 5 . VK11.7/10x 12-T | M5 10 12 6 6 J
VK11.5/10x 12 - 10 12 - 6 ° VK11.7/12x 14 - 12 14 - 7 .
VK11.5/10 x 12-T M5 10 12 6 6 ° VK11.7/12x 14-T | M5 12 14 7 7 .
VK11.5/12x 14 - 12 14 - 7 . VK11.7/16 x 14 - 16 14 - 10 J
VK11.5/12 x 14-T M5 12 14 7 7 ° VK11.7/16 x 14-T | M6 16 14 7 10 L
VK11.5/16 x 14 - 16 14 - 10 ° VK11.7/20 x 14 - 20 14 - 12 L
VK11.5/16 x 14-T | M6 16 14 7 10 . VK11.7/20x 16-T | M6 20 16 8 12 L
VK11.5/20 x 14 - 20 14 - 12 . VK11.8 Customized as per drawing
VK11.5/20x 16-T | M6 20 16 8 12 o VK11.9 Customized as per drawing
VK11.6/4 x 6 - 4 6 - 2 .

VK11.6/4 x 8 - 4 8 - 2 °
VK11.6/5 x 8 5 8 - 3 .
VK11.6/6 x 8 - 6 8 - 4 .
VK11.6/6 x 10 - 6 10 - 4 o
VK11.6/8 x 10 - 8 10 - 5 .
VK11.6/8 x 10-T M4 8 10 5 5 .
VK11.6/10x 12 - 10 12 - 6 °
VK11.6/10x 12-T | M5 10 12 6 6 ]
VK11.6/12x 14 - 12 14 - 7 .
VK11.6/12 x 14-T M5 12 14 7 7 °
VK11.6/16 x 14 - 16 14 - 10 °
VK11.6/16 x 14-T | M6 16 14 7 10 .
VK11.6/20 x 14 - 20 14 - 12 °
VK11.6/20x 16-T | M6 20 16 8 12 ]
VK11.7/4 x 6 - 4 6 - 2 d
VK11.7/4 x 8 - 4 8 - 2 U
VK11.7/5x 8 5 8 - 3 .
VK11.7/6 x 8 - 6 8 - 4 .
VK11.7/6 x 10 - 6 10 - 4 .
VK11.7/8 x 10 - 8 10 - 5 .

/- Ex-stock e - Against Order | Ordering Example: Code - Quantity | VK11.7/8 x 10 - 5 Pcs
361
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