
Size

mm WLL(t) WLL(t) WLL(t) WLL(t) WLL(t)

VZ1.1/ M8 M8 x 1.25 0.6 1.2 0.5 0.7 0.6

VZ1.1/ M10 M10 x 1.5 1 2 0.9 1.3 0.9

VZ1.1/ M12 M12 x 1.75 1.6 3.2 1.4 2 1.5

VZ1.1/ M16 M16 x 2 3 6 2.7 3.8 2.8

VZ1.1/ M20 M20 x 2.5 4.5 9 4 5.6 4.2

VZ1.1/ M24 M24 x 3 7 14 6.2 8.7 6.6

VZ1.1/ M30 M30 x 3.5 11 22 9.8 13.7 10.3

VZ1.1/ M36 M36 x 4 13 26 11.5 16.1 12.2

VZ1.1/ M42 M42 x 4.5 18 36 16 22.4 16.9

VZ1.1/ M48 M48 x 5 24 48 21.3 29.8 22.5

VZ1.1/ M56 M56 x 5.5 34 68 30.2 42.3 31.9

VZ1.1/ M64 M64 x 6 38 76 33.7 47.2 35.6

VZ1.1/ M72 M72 x 6 42 84 37.3 52.2 39.4

VZ1.1/ M80 M80 x 6 56 112 49.7 69.6 52.5

VZ1.1/ M100 M100 x 6 80 160 71 99.4 75

General Mould Accessories Standard Eye Bolt

Code d1 d2 d3 d4 d5 L L1 L2 L3 L4 T T1 Weight(kg) Stock

VZ1.1/ M8 M8 x 1.25 36 20 20 6 49 36 13 6 2.5 8 10 0.06 ●

VZ1.1/ M10 M10 x 1.5 45 25 25 7.7 62 45 17 8 3 10 12 0.11 ●

VZ1.1/ M12 M12 x 1.75 54 30 30 9.4 73.5 53 20.5 10 3.5 12 14 0.18 ●

VZ1.1/ M14 M14 x 2 63 35 35 11 89 62 27 12 4 14 16 0.28 ●

VZ1.1/ M16 M16 x 2 63 35 35 13 89 62 27 12 4 14 16 0.28 ●

VZ1.1/ M20 M20 x 2.5 72 40 40 16.4 101 71 30 14 5 16 19 0.45 ●

VZ1.1/ M24 M24 x 3 90 50 50 19.6 126 90 36 18 6 20 24 0.74 ●

VZ1.1/ M30 M30 x 3.5 108 60 65 25 154 109 45 22 7 24 28 1.66 ●

VZ1.1/ M36 M36 x 4 126 70 75 30.3 182 128 54 26 8 28 32 2.65 ●

VZ1.1/ M42 M42 x 4.5 144 80 85 35.6 210 147 63 30 9 32 38 4.03 ●

VZ1.1/ M48 M48 x 5 166 90 100 41 236 168 68 35 10 38 46 6.38 ●

VZ1.1/ M56 M56 x 5.5 184 100 110 48.3 265 187 78 38 11 42 50 8.8 ●

VZ1.1/ M64 M64 x 6 206 110 120 55.7 298 208 90 42 12 48 58 12.4 ●

VZ1.1/ M72 M72 x 6 260 140 150 63.7 360 260 100 50 12 60 72 23.3 ●

VZ1.1/ M80 M80 x 6 296 160 170 71.7 410 298 112 55 12 68 80 34.2 ●

VZ1.1/ M100 M100 x 6 330 180 190 91.7 460 330 130 60 12 75 88 49.1 ●

 ✓ - Ex-stock  ● - Against Order | Ordering Example: Code - Quantity | VZ1.1/ M100- 4 Pcs 

VZ1.1
Raw Material:42CrMo4

Grade:G80
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